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rails in a manner that shall not inter-
fere with a spindle/slat deflecting 
under the applied force. For cribs in-
corporating foldable or moveable sides 
for purposes of easier access to the oc-
cupant, storage and/or transport, each 
side segment (portion of side separated 
by hinges for folding) shall be tested 
separately. 

(ii) [Reserved] 
(6) Do not comply with sections 8.11 

through 8.11.2.4 of ASTM F 406–10a. 
(7) Do not comply with sections 8.12 

through 8.12.2.2 of ASTM F 406–10a. 
(8) Do not comply with section 8.14 

through 8.14.2 of ASTM F 406–10a. 
(9) Do not comply with sections 8.15 

through 8.15.3.3 of ASTM F 406–10a. 
(10) Do not comply with sections 8.16 

through 8.16.3 of ASTM F 406–10a. 
(11) Do not comply with section 9.3.2 

through 9.3.2.4 of ASTM F 406–10a. 
(12) Instead of complying with sec-

tion 9.4.2.6 of ASTM F 406–10a, comply 
with the following warning require-
ment: 

(i) Child can become entrapped and 
die when improvised netting or covers 
are placed on top of product. Never add 
such items to confine child in product. 

(ii) [Reserved] 

PART 1221—SAFETY STANDARD 
FOR PLAY YARDS 

Sec. 
1221.1 Scope. 
1221.2 Requirements for play yards. 

AUTHORITY: The Consumer Product Safety 
Improvement Act of 2008, Pub. L. 110–314, sec-
tion 104, 122 Stat. 3016 (August 14, 2008). 

SOURCE: 77 FR 52228, Aug, 29, 2012, unless 
otherwise noted. 

§ 1221.1 Scope. 
This part establishes a consumer 

product safety standard for play yards 
manufactured or imported on or after 
February 19, 2014. 

[78 FR 50335, Aug. 19, 2013] 

§ 1221.2 Requirements for play yards. 
(a) Except as provided in paragraph 

(b) of this section, each play yard must 
comply with all applicable provisions 
of ASTM F406–13, Standard Consumer 
Safety Specification for Non-Full-Size 
Baby Cribs/Play Yards, approved on May 

1, 2013. The Director of the Federal 
Register approves this incorporation 
by reference in accordance with 5 
U.S.C. 552(a) and 1 CFR Part 51. You 
may obtain a copy from ASTM Inter-
national, 100 Bar Harbor Drive, P.O. 
Box 0700, West Conshohocken, PA 19428; 
http://www.astm.org. You may inspect a 
copy at the Office of the Secretary, 
U.S. Consumer Product Safety Com-
mission, Room 820, 4330 East West 
Highway, Bethesda, MD 20814, tele-
phone 301–504–7923, or at the National 
Archives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to:http:// 
www.archives.gov/federallregister/ 
codeloflfederal regulations/ 
ibrllocations.html. 

(b) Comply with the ASTM F406–13 
standard with the following exclusions: 

(1) Do not comply with section 5.17 of 
ASTM F406–13. 

(2) Do not comply with section 5.20 of 
ASTM F406–13. 

(3) Do not comply with section 6, Per-
formance Requirements for Rigid-Sided 
Products, of ASTM F406–13, in its en-
tirety. 

(4) Do not comply with sections 8.1 
through 8.10.5 of ASTM F406–13. 

(5) Instead of complying with section 
9.4.2.10 of ASTM F406–13, comply only 
with the following: 

(i) 9.4.2.10 For products that have a 
separate mattress that is not perma-
nently fixed in place: Use ONLY mat-
tress/pad provided by manufacturer. 

(ii) [Reserved] 
(6) Do not comply with section 

10.1.1.1 of ASTM F406–13. 

[78 FR 50335, Aug. 19, 2013] 

PART 1222—SAFETY STANDARD 
FOR BEDSIDE SLEEPERS 

Sec. 
1222.1 Scope. 
1222.2 Requirements for bedside sleepers. 

AUTHORITY: The Consumer Product Safety 
Improvement Act of 2008, Pub. L. 110–314, 
§ 104, 122 Stat. 3016 (August 14, 2008); Pub. L. 
112–28, 125 Stat. 273 (August 12, 2011). 

SOURCE: 79 FR 2589, Jan. 15, 2014, unless 
otherwise noted. 
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§ 1222.1 Scope. 

This part establishes a consumer 
product safety standard for bedside 
sleepers. 

§ 1222.2 Requirements for bedside 
sleepers. 

(a) Except as provided in paragraph 
(b) of this section, each bedside sleeper 
must comply with all applicable provi-
sions of ASTM F2906–13, Standard Con-
sumer Safety Specification for Bedside 
Sleepers, approved on July 1, 2013. The 
Director of the Federal Register ap-
proves this incorporation by reference 
in accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. You may obtain a copy 
from ASTM International, 100 Bar Har-
bor Drive, P.O. Box 0700, West 
Conshohocken, PA 19428; http:// 
www.astm.org/cpsc.htm. You may in-
spect a copy at the Office of the Sec-
retary, U.S. Consumer Product Safety 
Commission, Room 820, 4330 East West 
Highway, Bethesda, MD 20814, tele-
phone 301–504–7923, or at the National 
Archives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to:http:// 
www.archives.gov/federallregister/ 
codeloflfederal regulations/ 
ibrllocations.html. 

(b) Comply with ASTM F2906–13 with 
the following changes: 

(1) Instead of complying with section 
5.1 of ASTM F2906–13, comply with the 
following: 

(i) Prior to or immediately after test-
ing to this consumer safety specifica-
tion, the bedside sleeper must be tested 
to 16 CFR part 1218. Multimode prod-
ucts must also be tested to each appli-
cable standard. When testing to 16 CFR 
part 1218 the unit shall be freestanding, 
and not be secured to the test platform 
as dictated elsewhere in this standard. 

(ii) 5.1.1 The bassinet minimum side 
height shall be as required in 16 CFR 
part 1218, with the exception of a low-
ered side rail as permitted in 5.4. 

(2) Instead of complying with section 
7.1 of ASTM F2906–13, comply with the 
following: 

(i) All bedside sleeper products shall 
comply with the marking and labeling 
requirements of 16 CFR part 1218. 

(ii) [Reserved] 

(3) Instead of complying with section 
8.1 of ASTM F2906–13, comply with the 
following: 

(i) All bedside sleeper products shall 
comply with the instructional lit-
erature requirements of 16 CFR part 
1218. 

(ii) [Reserved] 

PART 1223—SAFETY STANDARD 
FOR INFANT SWINGS 

Sec. 
1223.1 Scope. 
1223.2 Requirements for infant swings. 

AUTHORITY: The Consumer Product Safety 
Improvement Act of 2008, Pub. L. 110–314, 
Sec. 104, 122 Stat. 3016 (August 14, 2008); sec-
tion 3 of Pub. L. 112–28, 125 Stat. 273 (August 
12, 2011). 

SOURCE: 77 FR 66713, Nov. 7, 2012, unless 
otherwise noted. 

§ 1223.1 Scope. 

This part establishes a consumer 
product safety standard for infant 
swings. 

§ 1223.2 Requirements for infant 
swings. 

Each infant swing shall comply with 
all applicable provisions of ASTM 
F2088–13, Standard Consumer Safety 
Specification for Infant Swings, ap-
proved on January 15, 2013. The Direc-
tor of the Federal Register approves 
this incorporation by reference in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR 
part 51. You may obtain a copy from 
ASTM International, 100 Barr Harbor 
Drive, PO Box 0700, West 
Conshohocken, PA 19428; telephone 610– 
832–9585; www.astm.org. You may in-
spect a copy at the Office of the Sec-
retary, U.S. Consumer Product Safety 
Commission, Room 820, 4330 East West 
Highway, Bethesda, MD 20814, tele-
phone 301–504–7923, or at the National 
Archives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

[78 FR 37709, June 24, 2013] 
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